Summary of Nodal Operating Guide Revisions

Effective:  October 1, 2024
Section 2:

NOGRR245 – Inverter-Based Resource (IBR) Ride-Through Requirements 
This Nodal Operating Guide Revision Request (NOGRR) replaces the current voltage ride-through requirements for Intermittent Renewable Resources (IRRs) with voltage ride-through requirements for Inverter-Based Resources (IBRs) and Type 1 and Type 2 Wind-powered Generation Resources (WGRs) and provides new frequency ride-through requirements for IBRs and Type 1 and 2 WGRs consistent with or beyond requirements identified in the new 2800-2022 - Institute of Electrical and Electronics Engineers (IEEE) Standard for Interconnection and Interoperability of Inverter-Based Resources (IBRs) Interconnecting with Associated Transmission Electric Power Systems (“IEEE 2800-2022 standard”).
Revised Subsections:  2.6.2, 2.6.2.1, 2.6.2.1 (new), 2.6.2.1.1 (new), 2.9, 2.9.1, 2.9.1.1 (new), 2.9.1.2 (new), 2.11 (new), 2.11.1 (new), 2.11.2 (new), 2.12 (new), 2.12.1 (new) 2.12.1.1 (new), 2.12.1.2 (new), 2.12.1.3 (new), 2.13 (new) 
Section 4:

NOGRR269 – Alignment Changes for October 1, 2024 Nodal Operating Guide – NPRR1217 
This Nodal Operating Guide Revision Request (NOGRR) aligns Energy Emergency Alert (EEA) language in Section 4.5.3.3, EEA Levels, with Protocol Section 6.5.9.4.2, EEA Levels.  On August 20, 2024, the ERCOT Board recommended approval of Nodal Protocol Revision Request (NPRR) 1217, Remove Verbal Dispatch Instruction (VDI) Requirement for Deployment and Recall of Load Resources and Emergency Response Service (ERS) Resources which modified language in Protocol Section 6.5.9.4.2.
Revised Subsection:  4.5.3.3
Administrative Changes:

Non-substantive administrative changes were made such as spelling corrections, formatting, and correcting Section numbering and references.
Revised Subsection:  2.6.1, 2.6.2.1, 2.6.2.1.1, 2.6.2, 2.6.3, 2.9, 2.9.1, 2.9.1.1, 2.9.1.2, 2.11, 2.11.1, 2.12.1, 2.12.1.1, 2.12.1.2, 2.12.1.3, 2.13, 4.5.3.3
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